Semi-rotary drives DRVS

Type codes

Mounting options
Via internal thread

Size 6 ... 40

Centring via centring collar

Size 6 ... 40

[1] centring collar

Type codes

| Tvpe

DRVS

Double-acting
DRVS Semi-rotary drive

| Size [mm]

| swivel angle []

Cushioning

P | Elastic cushioning rings/plates at both ends

EU certification

-3- New

FESTO

Via through-hole
Size 12 .., 40

= Note

A1l

This type of mounting is not permissible in
combination with accessories.

12 - 180 —| P .

EX4 112GD
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Semi-rotary drives DRVS FESTO
Technical data
Function
= D © Size
6 .. 40
| General technical data
| Size 6 8 s | 16 25 32 40
Pneumatic connection M3 M5 | Gl&
Design Rotary vane
| Cushioning Elastic cushioning rings/plates at both ends
| Type of mounting Viainternal thread
“M'ounting posiﬂdh Any
'Swivelangle [°] 90, 180 ' 90, 180, 270
'Swivelanglewith stop kit KSM, DADP > 16 )
| Cushioning angle 7] 0.5
| Repetition accuracy [°] 1
'Swiuel_fréquencv at 6 bar '[Hz]' 3 [2
| Operating and environmental conditions
| Size 6 8 12 16 |25 |32 | 40

Operating medium
| Note on operating.{pilot medium

Compressed airto IS0 8573-1:2010 [7:4:4]

Lubricated ope'ration possihle'[i_n which case lubricated operation will alwav_s be required)

Operating pressure [bar] 3.5..8 35,8 |2..8
Ambient temperaturel) =] 0..+60

| Storage temperature e 20

| Corrosion resistance class CRC2 1

[CE marking (see declaration of conformity)

To EU Explosion Protection Directive (ATEX)

1) Mote aperating range of proximity sensors.
2)  Carrosion resistance dass CRC 1 to Festo standard FN 240070
Low corrosion stress. For dry indoor applications or transport and storage protection. Also applies to parts behind covers, in the non-visible interior area, and parts which are covered in the application (e.g. drive
trunnions).
| ATEXY)
ATEX category for gas 112G
Explosion ignition protection type for gas cTéX
| ATEX category for dust 12
Explosion ignition protection type for dust cT120°CX
Explosion-proof temperature [=C] 0° < Ta= +60°C

1)

Hote the ATEX certification of the accessonies,

=» Internet: www.festo.com/catalogue/...
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Semi-rotary drives DRVS

Technical data

Dimensions
Size 68

EE

-iz- New

FESTO

k) 5L
@/ 8
Lé L6
Shaft position
L1
e
T T
|
. il 2
S
-t :
—1 o
I
= |
L7 |
e -
Size B1 D1 D2 D3 D4 D5 D6 D& Dg
%] %] %] 1%} 1%} %]
0.2 0.1 0.1 g7 f8
6 10 29.4 24 75 4 14 8 M2 M3
8 | 12.8 37.4 29 32 5 16 9 M2 M3
Size D10 EE H1 L1 L2 L3 L4 L5 L6 L7
-0.2 -0.2
6 | M2 M3 3.5 43 21 10 13 5 [ 2
8 M2.5 M3 4.5 50 23 13 16 6 6.5 2
Size T1 T3 W1 w2 W3 Wi W5 We W7 =£1
+0.5 +0.5 +5 +57
6 :
s 35 180° 90 §0° 1207 60° 90° 45° =
8 | 5 43 3.5




Semi-rotary drives DRVS

Technical data

Dimensions
Size 12/16

D1

e

D4

|_L6
———

Shaft position

FESTO

Size B2 D1 D2 D4 05 D9 H1
%] @ %] @
£0.2 g7 -0.1
12 24 45.5 36 B 14 M4 46.3
16 24.5 52.7 43 8 16 M5 53.7
Size H2 L1 L2 L3 L4 LS L6 L7 L8 T1
0.1 +0.6/-0.2 +0.1/-0.1 +0.4
|12 5 73+0.2-01 40.5 17 | 20+0.4/-06 9:0.1 14.8 | 3 14 8
16 7 93+0.2/-0.2 54 19 2240.4/-0.7 7.2+01 21 3 16 10
Size W1 W2 W3 Wi W5 We W7 W8 wa = |
+7° 7 +7°
12 19.5° 19.5° 4.5m11
f 270° 180° 90° 120° 60° 120° 60°
16 ’ 17.5° 17.5° 601
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Semi-rotary drives DRVS

Technical data

Dimensions
Size 25

FESTO

Shaft position

Size B2 D1 D2 D4 D5 D8 09 D11
@ @ @ @
0.2 g7 -0.1 Ng
25 24 65.7 56 10 25 M3 M5 4
Size EE H1 H3 L1 L2 L3 L4 L5
-0.2 +0.2/-0.3 +0.3/-0.2 +0.3/-0.4
25 M5 66.7 11.5 110.2 61 7.1 30.1 9.2
Size L6 L7 L10 L11 T 13 w1 w2
+0.1/-0.1 +0.1 +3 +7¢ +7°
25 23 3 20 2 10 9 270° 1807
Size W3 W4 W5 We w7 ws Wo == Feather keyto |
DIN 68851
+7° —0
25 90° 120° 60° 120° 60° 13° 13° 8 Adxdin20

1) Included in the scope of deliveny

1



FESTO

Semi-rotary drives DRVS

Technical data

Dimensions
Size 32/40
pa LB
T EE
T
! - T |
| |
31 ©
LIRS - H 3
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Lé EE
el Shaft position
L1
02 L2
L5
10
L L“ H i /ﬂ
r’lz
—||— = /
n|m _— SEN— | .
(=14 | |

L7 | | L7

T3 |T1
Size B2 ' D1 D2 D4 D5 D8 D9 D11
@ %] @ @
£0.2 g7 -0.1 N9
32 39 83 70 12 25 M4 M6 4
40 42 100.1 87 17 30 M5 M3 5
Size EE | H1 H3 L1 L2 L3 L4 L5
'U,E +02.lr03 +0-3.1r UG
32 Gl 85 13.5 140 78.5.00.5/-0.1 36.5 39.5 11.2
40 Gle 102.6 19 170 93+0.4 50.5 53.5 16+0.3
Size L6 L7 L10 L11 T T3 w1 W2
+3 +7° +7°
32 30 3e0.1/-0.2 20+0-1 3 11 11
270° 180°
40 37 3+0.2 36.1+0:3 5 1393 13
Size w3 Wé W5 Wé w7 w3 W9 =1 Feather key to
DIN 68851
17 h11
32 16° 16° 10 Adxdx20
! 90° 90° 45° 90° 45°
40 14.5° 14.5° 13 A5x5x36

1) Included in the scope of delivery
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